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The big advantage of this new light is that, after the first 5 years, the battery pack can 
be easily replaced with a new pack,  without removing the light form the life-jacket, 
extending in this way the correct functioning of the light for the next 5 years. 
The whole light shall then need to be substituted after 10 years of life, instead of 5 years 
only, as customary.
(* The lifespan of both light and batteries depend on the storage method, as all other lights on the market.)
 

Activation: Automatically water-activated - Manually turn on/off in water
In case of accidental activation: only the battery can be replaced!
Performance: fire-resistant, oil-resistant, mould-proof, corrosion-proof, water-proof.
Environment performance: meets RoHS and asbestos free requirements.
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IMPA CODE N. 330148 (MED), 330131 (H.K.) 330138 (U.K. DOT)

Our new C&C ECO Light for lifejackets is 
an innovative product, characterized by 
the possibility of removing and replacing 
the alkaline batteries that power the light, 
eliminating in this way the need for subs-
tituting the whole light.
The external casing, that includes the 
electronic components and the light 
itself, has a lifespan of about 11 years, 
while the battery pack has a 5-year 
lifespan, the same as most lights present 
on the market.*

- Function: flashing – OFF            - 2 AAA alkaline batteries
- Source light: white LED                   - Flash frequency 50~70 times/min.
- Working temp. - 1°C ~ + 30°C.            - Storage temp. - 30°C ~ +65°C
- Operation life approx. 8 h over 0,75 cd.

- Expiry date:        Battery 5 years                             Main body11 years
- Dimensions:       Main body: mm 65 x 31x 29       Clip: mm 64 x 37 x 26
- Weight:                Main Body: 55 g.                          Clip: 4.6 g.

Approved according to Solas IMO Res.MSC. 81(70), as amended; ISO 24408:2005; IEC 60945:2002 
Incl. IEC 60945 Corr.1: 2008; USCG161.112; TP 14475E; TP 14162E.



Disposal of used, expired or defective lights should be in accordance with local regulations. This process 
should be done through an approved environment disposal agent.
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In order to check the light status, you 
need just a few minutes and the aid 
of a small (pointed) metallic tool, 
such as a paper clip. In case replace-
ment of the batteries is needed, also 
this operation takes few seconds and 
it is not necessary to remove the light 
from the lifejacket to reactivate the 
light.
             Scan the code to see the video
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FULLY RECYCLABLE

Main body with light
(electrical/electronic waste)

 The batteries
(special waste)

The clip
(plastic waste)

C&C ECO Light guarantees a more simple and less expensive disposal, since it can be easily disassembled 
into its 3 main components:  the clip (plastic waste), the main body with light (electrical/electronic waste) 
and the batteries (special waste), that can be sent separately to the respective recycling cycle without 
further operations.
 
C&C ECO Light not only is a smart choice from a logistic point of view, but indeed represents a GREEN 
choice.
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